
CL6 SERIES SPECIFICATIONS
Bellows Coupling

MODEL

RATED  
TORQUE

MAX  
TORQUE

MAX SPEED (RPM)
MOMENT OF  

INERTIA (KG·M²)

STATIC 
TORSIONAL 
STIFFNESS

ERRORS OF 
ECCENTRICITY

ERRORS OF 
ANGULARITY

ERRORS 
OF SHAFT 
ENDPLAY

MASS (G)

LB-IN Nm LB-IN Nm SET- 
SCREW CLAMP SET- 

SCREW CLAMP NM/RAD MM  ° MM SET- 
SCREW CLAMP

CL6-10 1.77 0.2 3.54 0.4 28,000 3.0 × 10-8 78 0.1 1.5 +0.3/-1.0 3.4

CL6-12 2.65 0.3 5.3 0.6 25,000 20,000 9.0 × 10-8 1.0 × 10-7 80 0.1 1.5 +0.3/-1.0 4.5 4.5

CL6-16 7.08 0.8 14.16 1.6 20,000 18,000 3.8 × 10-7 3.7 × 10-7 100 0.1 1.5 +0.3/-1.0 9.7 9.5

CL6-20 13.28 1.5 26.55 3 15,000 13,000 9.5 × 10-7 1.1 × 10-6 160 0.1 1.5 +0.3/-1.0 14 16

CL6-25 17.7 2 35.4 4 13,000 11,000 2.6 × 10-6 2.9 × 10-6 220 0.15 2 +0.5/-1.3 28 30

CL6-32 22.13 2.5 44.25 5 10,000 10,000 7.9 × 10-6 9.3 × 10-6 310 0.2 2 +0.5/-1.3 52 61

CL6-32L 22.13 2.5 44.25 5 10,000 10,000 8.9 × 10-6 9.8 × 10-6 310 0.2 2 +0.5/-1.3 57 62

CL6-40 88.51 10 177 20 8,000 8,000 3.2 × 10-5 3.9 × 10-5 520 0.2 2 +0.7/-1.5 132 163

CL6-55 221.27 25 442.5 50 6,000 6,000 1.1 × 10-5 1.5 × 10-5 850 0.2 2 +0.7/-1.5 240 321

CL6-C65 531 60 1,062 120 4,500 3.0 × 10-4 960 0.2 2 +0.7/-1.5 414

CL6-C82 708 80 1,416 160 4,000 1.1 × 10-3 1,290 0.2 2 +0.7/-1.5 967

(1) Moment of inertia and weight are based on the maximum size bores. (2) The maximum speed does not consider dynamic balance.


